Product Information
Large Pressure Relief Device
General

© Qualitrol is an 1SO 9001 system certified company.
Information subject to change without notice.

CABLE ENTRY
ACCOMODATES
PG—16 THREAD OR
1/2 CONDUIT FITTING
W/ STOPNUT AND LOCKNUT

R7.28 [R184.9] MAX.

SWITCH RESET LEVER:
AFTER OPERATION PUSH
INWARD TO RESET ON
MANUAL RESET MODELS

OPTIONAL VENTED ALARM
SWITCH WITH TERMINAL BLOCK

SWITCH RESET LEVER:
AFTER OPERATION PUSH
INWARD TO RESET ON
MANUAL RESET MODELS

GASKET GROOVE
8.00 [203.2] 0.D. x

SWITCH WITH CABLE/

CONNECTOR ASSEMBLY

R7.86 [R199.6] MAX. 71’80[3117]7’[% LD. x
1.50 [38.1]
r.es [15.9]
— rH 96.75 [171.5
10.19 [258.8] e L e I e [ ]

(FLANGE OPENING)

f

@ .50 [12.7] INDICATOR
NORMALLY FLUSH —
EXTENDS AS SHOWN

DOTTED AFTER DEVICE
HAS OPERATED TO

(6) MOUNTING LUGS RESET... PUSH DOWN ——J l~— .50 [12.7]
EQUALLY SPACED e _ 1.

ON ¢9.25 [235.0] B.C. Ve —— _L__- 1.75 [44.5]

OPTIONAL SEMAPHORE 5.25 [133.4]

NOTES: (UNLESS OTHERWISE SPECIFIED)
1. DIMENSIONS ARE FOR REFERENCE AND SHOWN IN INCHES (MILLIMETERS).
2. OPERATING PRESSURE, GASKET MATERIAL, AND SWITCH OPTIONS ARE SPECIFIED ON ORDER.
3. STANDARD FINISH: ASA #70 LT GRAY.
4. OPERATING PRESSURE TOLERANCES: +1 PSI FOR 4—14 PSI/0.28—0.97 BAR
+2 PSI FOR 15-20 PSI/1.03—1.38 BAR.
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Product Information
Large Pressure Relief Device

Option Sheet
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Customer Name & Reference:

Reset Print

Save As

Switch Type

(sealed version shown, free breathing terminal box available)

O SPDT (Std.)

10 Amp @ 125/250 VAC (Std.)

0 SPDT - Hi DC 10 Amp @ 125 VDC

O SPDT - Hi-Pot |10 Amp @ 125/250 VAC, 2.5 kV Hi-Pot
0 SPDT - Gold 0.10 Amp @ 125 VAC

0O DPDT 10 Amp @ 125/250 VAC

Specify
O LPRD only
O Alarm Switch only
O Both
Environment Semaphore
0O Outdoors (Std.) O None (Std.)
O Corrosive O Yellow - Polycarbonate

Switch Action

O Latching (Std.) (Man. Reset)

[m]

Yellow - Aluminum

O Momentary (Auto-Reset)

Operating Pressure Psi /| Bar

04.0/0.28 08.0/0.55 014.0/0.97
05.0/0.34 010.0/0.69 |O15.0/1.03
06.0/0.41 012.0/0.83 |O17.0/1.17
07.0/0.48 013.0/0.90 [(0O020.0/1.38
S
Standard , Standard .
Transformer Indicator / Gasket
Fluid Types Colors 4 Materials
O Mineral Oil —| Yellow |—» Nitrile
O Askarel — Red — | Silicone/Viton
O Silicone — Blue — Viton
O Pyranol — Blue — Viton :
[

Gasket Retention

O Epoxy for 4-14 Psi / 0.28-0.97 Bar

O Mechanical for 15-20 Psi/ 1.03-1.38 Bar (Std.)

Special Packaging

O None

O International - Air

O International - Sea

2nd Switch
(identical to
switch 1 only) /

O No (Std.) Y,

O Yes

: Connection Styles

| (refer to device wiring & connector styles)
| |8 Qualitrol (detachable)
| (B ANSI (detachable)
I
I
[

O Perm. Attached (SPDT only)
O Terminal Box (Free Breathing)

Device Wiring
(refer to device wiring
& connector styles)

Connector
Nut Style
(refer to device wiring
Optional Label & connector styles)

O No (Std.)

O Yes

External Wiring
(refer to device wiring & connector styles)

O Cable 0 16 Ga. SOW-A/SO (Std.)
0O Other (consult factory)
O Flying 016 Ga. TEW (Std.)
Leads 016 Ga. TEF
0 14 Ga. TEW
O None
O Connector
Parts Only

Large Pressure
Relief Device
Assembled

QUALITROL.

Defining Reliability

O One supplied

Partly Exploded \ \
\)lieWpOf \ \ Bleed Screw
\ \_ _[ONo (Std,)
Largg Pres§ure \ T Ves
Relief Device \\
\ Mounting Gasket
\\_ O None supplied (Std.)

O Two supplied

Length of Cable or Flying Leads

O Inches
Specify 6" increments

O Meters

Can be specified to 0.1 m

Length
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Product Information
Large Pressure Relief Device
Device Wiring & Connector Styles
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Q

CONNECTOR NUT STYLES AND DEVICE WIRING

FOR QUALITROL AND ANSI DETACHABLE CONNECTORS

STANDARD NUT

2.00 —= AVAILABLE SHELL OPTIONS:
/ ® STDSHELL with Strain Relief
N (cable only)
= ® STD1/2NPT Standard Shell
E_ with 1/2” NPT

® STDW/PG16 Standard Shell
with PG16 thread

————/

#1.31-18 UNEF-2A
| STDSHELL | [STD1/2NPT | |STOW/PG16]

CONDUIT ADAPTOR

—— 2.38
| / AVAILABLE THREAD OPTIONS:

® ADP1/2NPT Conduit
1.31 WD. WRENCH FLATS

Adaptor with 1/2" NPT
#1.31—-18 UNEF—2A

e ADP3/4NPT Conduit
| ADP1/2NPT| | ADP3/4NPT|

Adaptor_with 3/4” NPT

SPIN NUT (FLEX CONDUIT ADAPTOR)

| 3.75 | AVAILABLE CONDUIT SIZES:
® SPIN1/2FLX Spin Nut
| o for 1/2" flexible conduit
SPIN3/4FLX Spin Nut
I R O I for 3/4” flexible conduit
\ ==

\1.37 HEX.

1.31 WD. WRENCH FLATS
#1.31-18 UNEF-2A

[SPIN1/2FLX| |SPIN3/4FLX]|

SPIN NUT (CONDUIT ADAPTOR)

i 3.10 | AVAILABLE THREAD OPTIONS:
e SPIN1/2NPT Spin Nut
with 1/2” NPT
T ¢ SPIN3/4NPT Spin Nut
¢ SPINW/M20 Spin Nut
with M20 thread
\ 1.25 HEX.
1.31 WD. WRENCH FLATS
#1.31-18 UNEF—2A

with 3/4” NPT
[SPIN1/2NPT | [SPIN3/4NPT| [SPINW/M20]

ALL WIRING SHOWN AS VIEWED FROM OUTSIDE OF ENCLOSURE.
STD. CABLE IS 16 GA. TYPE SOW—A/SO.

-~

~

CONNECTOR NUT STYLES AND
DEVICE WIRING FOR PERMANENTLY
ATTACHED CABLES AND WIRES

POTTED CABLE CONNECTION

© POTTEDNUT
Epoxy Potted Shell
Cavity (cable use only)

”\

MALE CONDUIT CONNECTION
® MALE1/2NPT
Epoxy Potted Shell
Cavity (1/2—14 NPT
_male thread only)

MALE1/2NPT

FEMALE CONDUIT CONNECTION

AVAILABLE THREAD OPTIONS:
I ,____/_ e PERM1/2NPT
i |E=—=" 1/2-14 NPT female
I [==== o PeRM3/aNPT
== 3/4-14 NPT female

i
UJ

[PERM1/2NPT | [PERM3/4NPT |

N.O. (BLK N.O. ]_—GRN N.O. l__BLK

com [RED COM }ﬁ com]wi
— -

N.c. LBLY N.C.f- BLK N.C.TG&
3P0O1 3P02 3P04

W1 g S HI-2
Cable N/A
 for SPIN1/2FLX )
<
GRN . n.c
COM
N.O.
==
7Q05
Cable N/A
for SPIN1/2FLX )

DEVICE WIRING FOR TERMINAL BOX

TERMINAL BOX: 1 & 2 SWITCH W/ GROUND
(2 SWITCH VERSION SHOWN)

UP TO 4
12 AWG

—)

€10
(9

O

Qo
)
(
0

Aol
©

()

Y

CABLE ENTRY:
FITTED W/ PG-16
CABLE GRIP OR

1/2 CONDIUT
FITTING W/ LOCKNUT

oo |lcoooood

12]_1;L;_4] _l_ 12]_1%_23% _L

4J02 7J02

ALL SWITCH FUNCTIONS SHOWN IN NON—ALARM STATE.
STD. FLYING LEADS ARE 16 GA. TYPE TEW.
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